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PRICNY REZ — BEZNY

méF. 1:100
priprava pro FV v kaZdé ose
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Prefa - spodni stavba

BETON C30/37
OCEL B500B

Prefa - vrchni stavba

BETON C40/50
OCEL B500B

Piloty + kalichy

BETON C35/45-AX3
OCEL B500B

Monolit

BETON €25/30
OCEL B500B

Monolit sloupy

BETON C30/37
OCEL B500B

POZNAMKA:

1) NECHRANENE NOSNE OCELOVE KONSTRUKCE SPLNUJI PODMINKU POZARNI ODOLNOSTI R15 DP1 NA ZAKLADE STATICKEHO POSUDKU
2) TATO DOKUMENTACE JE URCRNA POUZE PRO STAVBNi RIiZENi! PRED REALIZACI JE NUTNE VYPRACOVAT PROVADEC PROJEKT!

OCEL S235

NATEROVY SYSTEM PODLE CSN EN ISO 12944 PRO STUPEN KOROZNI AGRESIVITY C2

ZAROVE POZINKOVANO (VENKOVNI SCHODISTE)

HLAVNI PROJEKTANT STAVEBNI CAST VYPRACOVAL _ KONTROLOVAL
Ing. arch. K. Schmied Pavel Pétek ING. . GEMBAL | NGy, /PALTUS

YYD Ing. JAKUB GEMBAL
HOME: TR.EDV. BENESE 1415
ﬂﬁﬂz M — 500 12 HRADEC KRALOVE

7

STATIKA STAVEBNICH KONSTRUKC{  IC: 75426188
| OFFICE: PAVLA HANUSE 252 e—mail: gembal®mkpstatici.cz

MISTO STAVBY : k.. Nepasice

/
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500 02 HRADEC KRALOVE 2 Tel.: +420 495 538 439

INVESTOR : ELMONTIA a.s., Vinohradskd 2165/48, Praha MQ FORMAT
*C* REVITALIZACE AREALU FY. ELMONTIA AS. o e
—A.O. zmv>m_om CAST STATIKA
NAZEV WKRESU . . MERITKO : C. VYKRESU:
PREFA HALA — STENY V RADACH D, A, 1 A 7 1:100, 1:25 D.1.2.3




